NOTES

1. When installed in front of slopes steeper than 1:6,
distance between posts and slope break point shal
be 0.3 m MIN.

2. Where barrier is parallel fo the edge of the travelled way,
every sixth post shall have a reflector. Reflectors
shall be white when installed on the right side of fraffic,
and yellow when installed on fthe left side of fraffic.

Cable Barrier Pay Limit

See Table A for post spacing

Cable Barrier Pay Limit
See Table A for post spacing
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(Measure along face of cable guide rail)

PLAN

ALL DIMENSIONS ARE IN MILLIMETERS
UNLESS OTHERWISE NOTED

CABLE BARRIER
PLACEMENT

22

100 mm x 125 mm x 2 mm Install on bofth sides in median
Alumium backing with \ /ﬁi

66 mm X_125 mm . 25 mm Spacer (Galvanized
TABLE A reflective sheeting @ l: i‘aﬂ steel or aluminum)
Curve Radius Post Spacing u 6 mm Bolt with lock nut
210 m or more 5.0 m Face of reflector to be 444/'
209 m +o 66 m 35 m flush witn Tlonoe edges  pec) ECTOR STANDARD PLAN C-11a
65 m to 33 m 1.8 m (See Note 2) APPROVED FOR PUBLICATION
Less Than 33 m Use Not Recommended
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